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Belasis Court, Belasis Hall Technology Park,

Billingham, Cleveland TS23 4AZ, UK

Tel.no.:

(0) 1642-370985

Fax.no.:

(0) 1642-370917

PRODUCT INFORMATION

Code no.: 500775
Release no.:  3
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925-06-4
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             Date

21.1.08
OEL-552 

Introduction

OEL-552 is a water white di Ester having designed for use as a low Temperature anti seize penetrating fluid conforming to the requirements of VV-P-216.The principal attributes are:-

· Hydrolytic stability

· Broad solubility parameter

· Anti seize and penetrating properties at Temperatures below - 60°C

· Low  viscosity at -65°C

· Metal free

· Friction reduction

PRODUCT ANALYSIS

	PROPERTY
	UNIT
	TEST
	OEL-552

	Appearance
	
	
	Water white liquid

	Colour 
	Hazen
	
	15

	Acid value 
	mgKOH/g
	ASTM-D 974
	< 0.9

	Pour  Point
	°C
	ASTM-D 97
	- 70

	Rel.Density,20°C
	
	ASTM-D 1298
	0.958

	Viscosity 20°C
	c.P
	Brookfield
	5.3

	Flash Point
	°C
	ASTM-D 93
	131
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Figure 1  OEL-552: Viscosity  vs Temperature

Availability:

Bulk road tankers or 200 Kg net steel drums 
� EMBED MSGraph.Chart.8 \s ���
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