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Date

21.1.08
Hypax 1409 BBS

Hypax 1409 BBS is a Barium Salt of an Oxidised Paraffin designed for use in water displacing fluids and for the protection of metals exposed to acid atmospheres.

The applied soft wax film provides a strong hydrophobic barrier against permeating vapours

ATTRIBUTES

	*  Water displacing
	*  Soluble in Aliphatics

	*  Acid fume resistance
	*  Good resistance to salt fog exposure

	*  Self healing films
	*  Low Temperature penetration ( in formulations)

	*  Transparent films
	*  Suitable for aerosol packaging

	*  Low Temperature adhesion
	*  Non staining


PRODUCT ANALYSIS

	PROPERTY
	UNIT
	TEST
	Hypax 1409 BBS 

	Appearance
	
	
	Dark soft solid

	Vis.,100°C
	cSt
	ASTM-D 445
	30

	Acid No. 
	mgKOH/g
	ASTM-D 974
	28

	Saponification No.
	mgKOH/g
	ASTM-D 94
	92

	Drop Melt Point 
	°C
	ASTM-D 127
	40

	Pour  Point
	°C
	ASTM-D 97
	45

	Rel.Density,15°C
	
	ASTMD1298
	0.95

	Flash Point
	°C
	ASTM-D  93
	> 150

	Barium content 
	% mass
	x-ray
	2.6

	Colour
	Scale
	ASTMD1500
	7.5


Performance tests  

	% wt.in dearomatised white spirit
	Dry film thickness (µm)
	Humidity  cabinet resistance ( Hrs)
	Salt fog resistance ( Hrs)

	5
	1.3
	720
	24

	10
	2.6
	1500
	48

	15
	5.2
	
	72


Packaging

· 170 Kg net steel drums

