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G.C.S. 60  Gelled Calcium Sulphonate

G.C.S. 60 is a  thixotropic Calcium Sulphonate containing colloidally dispersed Calcium Carbonate in the Calcite form.

The dense layer of overlapping highly polar microscopic platelets provide a highly resistant barrier to permeating vapours 

G.C.S. 60 is designed to provide rapid gellation and corrosion resistance when applied to wax or oil based metal preservatives.

Main attributes

	· Barrier protection
	· Resistant to combustion

	· Corrosion resistance
	· Non staining

	· Thixotropic behaviour
	· Suitable for pigmentation

	· Anti slump
	· Anti settling agent

	· Adhesion promotion
	· Can be applied to rusted surfaces.

	· Low Temperature film flexibility
	· Suitable for in situ welding


PRODUCT ANALYSIS
	PROPERTY
	UNIT
	TEST
	G.C.S.60

	Appearance
	  
	
	Tan   gell

	Viscosity.
	c.Ps
	Brookfield
	100,000

	Total base No..
	mgKOH/g
	ASTM-D 2896
	180

	Non volatile content.
	% mass
	Calculated
	100

	Relative density,15C
	
	ASTM-D 1298
	1.03

	Colour
	Visual
	
	Tan

	Flash Point
	C
	ASTM-D 92
	> 190

	Salt Fog Resistance
	rs
	ASTM-B117
	2000 @100 μ

	Humidity cabinet resistance
	rs
	ASTM-D1748
	>1000 @10 μ


G.C.S.60 will show thixotropic behaviour at addition levels to soap based formulations at 5% w/w

AVAILABILITY

180 Kg.net steel drums
