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Hypax  450 Emulsifiable Calcium Soap
Hypax  Emulsifiable Calcium Soap is a prepared Calcium Soap of H.450 Oxidised Wax. using a high molecular wt. Basic Calcium Sulphonate  in the presence of a surfactant.The product will form a W/O type emulsion and provide a  soft gelled smooth paste consistency at 20 % wt. in water.

The formed thixotropic emulsions are suitable for spray application where good edge coverage and penetration is required. 

PRODUCT ANALYSIS

	PROPERTY
	UNIT
	TEST
	Hypax 450 E.C.S.

	Appearance
	
	
	Dark   soft  solid

	Vis.,100°C
	CSt
	ASTM-D 445
	18

	T.B.N.No. 
	mgKOH/g
	ASTM-D 2896
	50

	Drop Melt Point 
	°C
	ASTM-D 127
	46

	Rel.Density,15°C
	
	ASTMD1298
	0.95

	Flash Point
	°C
	ASTM-D  93
	> 140

	Calcium  content 
	% mass
	Calculated
	2.3

	Colour
	Scale
	ASTMD1500
	7

	
	
	
	


Preparation of 20 % w/w emulsion 

Charge 80 parts water to vessel and heat to 50°C
Preheat H.450 E.C.S. to 70°C and charge to vessel

Commence stirring using a paddle mixer and heat to 65-70°C. Continue stirring at 65-70°C until a viscous smooth emulsion is formed then discharge into receiving vessel.
SUGGESTED APPLICATIONS

Water based pressing fluids

Sprayable Temporary preservative coatings

Heavy duty wire drawing lubricants

Packaging

· 170 Kg net steel drums

