OXY-WAX Ltd.,


Belasis Court, Belasis Hall Technology Park,

Billingham, Cleveland TS23 4AZ, UK

Tel.no.:

(0) 1642-370985

Fax.no.:

(0) 1642-370917

PRODUCT INFORMATION

Code no.: 500736/1
Release no.:  2








CAS No.:
68650-37-3

Page 1/1








Date
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HYPAX    SD 80 

Introduction

Hypax SD 80 is a pale coloured Oxidised Wax Sodium Soap dispersion in water. The product is supplied as a solid.

When applied from the gelled phase to metal surfaces by atomised spray, the product displays a dry continuous film having sag resistance and fast drying properties.

PRODUCT ANALYSIS

	PROPERTY
	UNIT
	TEST
	Hypax  SD 80

	Appearance
	
	
	Amber Hard  Wax

	Vis.,100°C
	cSt
	ASTM-D 445
	25

	Drop Melt Point ( Dry product) 
	°C
	ASTM-D 127
	115

	Pour  Point
	°C
	ASTM-D 97
	60

	Rel.Density,15°C
	
	ASTM-D 1298
	0.92

	Colour
	Scale
	ASTM-D 1500
	5.5


Preparation for dilution with water

1-Charge SD 80 to blending vessel, heat to 80 °C, commence mixing

2-Add required quantity of hot water preheated to min.70°C

3-Stir for 30 mins. maintaining Temperature within the range 70-80°C

4-Discharge into required packaging

APPLICATIONS

· Film former / dispersant for Calcium Carbonate in the manufacture of water borne dry film preservative coatings.

· Heavy duty stamping, forging and pressing lubricants.

Availability

· 170 Kg net steel drums

· 10 Kg fibre board cartons with security seal and  internal release liners
